




Comparison of the Microlife BP A 100 with the Microlife BP A 100 Plus 

Devices Microlife BP A 100 Microlife BP A 100 Plus 
Pictures 

  
Validation  ESH - Pass 
Device 1 Criteria Memory: 1 measurement 14  
Same Criteria Oscillometric measuring method 

Optional mains adapter 
Cuffs: S, M & L  
PAD – Pulse Arrhythmia Detection 
Cuff storage solution 
Rechargeable battery-friendly 

Oscillometric measuring method  
Optional mains adapter 
Cuffs: S, M & L  
PAD – Pulse Arrhythmia Detection  
Cuff storage solution 
Rechargeable battery-friendly 

Comparable 
Criteria 

Error code (1, 2, 3, 5, Hi & Lo)  Error code (1, 2, 3, 5, 6, Hi & Lo)  

Device 2 Criteria  Memory, MAM and Date/Time buttons 10 
Traffic light, memory, date/time indication   11
2 Alarm times 13 
MAM technolog 13 y (automatic triple measurement) 
Memory: 200 measurements 14 

Web link http://mldata.ria.ch/detail.asp?Produkt_ID=1158&Sprach_ID=2 http://mldata.ria.ch/detail.asp?Produkt_ID=1159&Sprach_ID=2 
  
Comments  
Recommendation Accept 

 

http://mldata.ria.ch/detail.asp?Produkt_ID=1158&Sprach_ID=2
http://mldata.ria.ch/detail.asp?Produkt_ID=1159&Sprach_ID=2



