




Comparison of the Omron M1 Compact with the Omron M1 Plus 

Devices  Omron M1 Compact (HEM‐4022‐E)  Omron M1 Plus (HEM‐4011C‐E) 

Pictures    

Validation   ESH 
Device 1 Criteria    
Same Criteria  BP 0 mmHg to 299 mmHg, Pulse 40-180 bpm 1, 5, 7, 8 

Accuracy ± 3 mmHg 1, 5  
Pressure detection by “capacitive” pressure sensor  5 Pressure detection by “capacitive” pressure sensor 5 
Cuff (Medium 146 mm × 446 mm – Arm Circ. 22 cm to 32 cm) 6 
Manual Inflation/Automatic Deflation 7, 8 
On/Off button 10 
Memory button 10 
Irregular heartbeat detection 11, 13 
Hypertension indicator 11, 13 
4 × 1.5 V “AAA” Batteries (1500 measurements) 17 

BP 0 mmHg to 299 mmHg, Pulse 40-180 bpm 1, 5, 7, 8 
Accuracy ± 3 mmHg 1, 5  

Cuff (Medium 146 mm × 446 mm – Arm Circ. 22 cm to 32 cm) 6 
Manual Inflation/Automatic Deflation 7, 8  
On/Off button 10 
Memory button  10 
Irregular heartbeat detection 11, 13 
Hypertension indicator 11, 13  
4 × 1.5 V “AAA” Batteries (1500 measurements) 17 

Comparable 
Criteria 

Single screen display (small) 10 
Memory: 14 measurements 14 

Single screen display (large) 10 
Memory: 21 measurements 14 

Device 2 Criteria   Date/Time Set button 10  
Date/Time 11, 13  
“Buzzer Mode” (Audible pulse indicator during deflation) 11, 13 
Average algorithm (3 most recent measurements) 11, 13 

Web link  http://www.omron-healthcare.com/sitepreview.php?SiteID=579 http://www.omron-healthcare.com/sitepreview.php?SiteID=226  

   

Comments  The Omron M1 Compact is essentially a “scaled down version” of the M1 Plus. It does not contain the Date/Time, “Buzzer Mode” and 
averaging features. It retains fewer measurement in memory. 

Recommendation  Equivalence is recommended. 
Date  10/03/2008 
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