




 Device Equivalence Evaluation Form 
 

Comparison of the Omron R6 (HEM‐6000‐E7) with the Omron R7 (HEM‐637‐IT) 

Devices  Omron R6 (HEM‐6000‐E7)  Omron R7 (HEM‐637‐IT) 

Pictures 

  Image Omron R6 (HEM‐6000‐E)

Validation    ESH 

Device 1 Criteria  Display/Symbols/Indicators 
  Measurement Procedure 

  Irregular heartbeat  11, 13 
  Average  11, 13 
  Settings 

  Right wrist  11 
Algorithms 
  Averages 

  Last 3 measurements mean  13 
  Diagnostic 

  Atrial fibrillation detection  13 

 

Same Criteria  Measurement 
  Accuracy 

  BP accuracy ± 3 mmHg  1, 5 

  Pulse accuracy ± 5%  1, 5 
  Method 

  Oscillometric measurement method  1, 5 
  Pulse 40 bpm ‐180 bpm  1, 5 
  Measurements are from single inflations  13 

  Manually initiated measurements  13, 14 
  Inflation 

  Inflation 0 mmHg ‐ 299 mmHg  1, 5, 7 
  Automatic Inflation  7 

Measurement 
  Accuracy 

  BP accuracy ± 3 mmHg  1, 5 

  Pulse accuracy ± 5%  1, 5 
  Method 

  Oscillometric measurement method  1, 5 
  Pulse 40 bpm ‐180 bpm  1, 5 
  Measurements are from single inflations  13 

  Manually initiated measurements  13, 14 
  Inflation 

  Inflation 0 mmHg ‐ 299 mmHg  1, 5, 7 
  Automatic Inflation  7 
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Devices  Omron R6 (HEM‐6000‐E7)  Omron R7 (HEM‐637‐IT) 

Same Criteria 
(Continued) 

Measurement 
  Deflation 

  Automatic Deflation  8 
  Cuffs 

  Wrist circ. 13.5‐21.5 cm  6 
  Sensors 

  Wrist positioning sensor  13, 18 
  Measurement Records 

  Memory: 90 measurements  14 
Buttons/Switches 
  Measurement Records 

  Memory  10 
  Settings 

  Set  10 
Display/Symbols/Indicators 
  Measurement Procedure 

  Deflation symbol  11 

  Heartbeat symbol during deflation  11 

  Wrist position – adjust and OK  11, 13, 18 
  Post Measurement 

  SBP, DBP and Pulse  11 
  Date and Time 

  Date and Time  11 
  Power 

  Low battery  11, 17 
Algorithms 
  Parameter Settings 

  Right or left wrist  1 
Case 
  Display 

  Single screen display  10 
  Power 

  2 “AAA” batteries ~ 300 measurements  17 
  Automatic switch‐off when not used for 2 min   17 

Measurement 
  Deflation 

  Automatic Deflation  8 
  Cuffs 

  Wrist circ. 13.5‐21.5 cm  6 
  Sensors 

  Wrist positioning sensor  13, 18 
  Measurement Records 

  Memory: 90 measurements  14 
Buttons/Switches 
  Measurement Records 

  Memory  10 
  Settings 

  Set  10 
Display/Symbols/Indicators 
  Measurement Procedure 

  Deflation symbol  11 

  Heartbeat symbol during deflation  11 

  Wrist position – adjust and OK  11, 13, 18 
  Post Measurement 

  SBP, DBP and Pulse  11 
  Date and Time 

  Date and Time  11 
  Power 

  Low battery  11, 17 
Algorithms 
  Parameter Settings 

  Right or left wrist  1 
Case 
  Display 

  Single screen display  10 
  Power 

  2 “AAA” batteries ~ 300 measurements  17 
  Automatic switch‐off when not used for 2 min   17 
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Devices  Omron R6 (HEM‐6000‐E7)  Omron R7 (HEM‐637‐IT) 

Comparable Criteria  Measurement 
  Sensors 

  Pressure sensor: Piezoelectric semiconductor  5 
Buttons/Switches 
  Power 

  On/Off with Start/Stop (O/I Start Label)  10 
Display/Symbols/Indicators 
  Post Measurement 

  Measurement error (E  , E height symbol  , E/E  , E onn)  11 
  Measurement Records 

  Memory icon  11 
Case 
  Display 

  Segment LCD  10 

Measurement 
  Sensors 

  Pressure sensor: Electrostatic capacitive semiconductor  5 
Buttons/Switches 
  Power 

  On/Off with Start/Stop (O/I Label)  10 
Display/Symbols/Indicators 
  Post Measurement 

  Measurement error (E  , E HEIGHT  , E/E, E 0nn)  11 
  Measurement Records 

  Memory “M” symbol  11 
Case 
  Display 

  Dot matrix LCD  10 

Device 2 Criteria  Buttons/Switches 
  Settings 

  Forward  10 

  Backward  10 
  Analysis 

  Graph  10 
Display/Symbols/Indicators 
  Measurement Procedure 

  Inflation symbol  11 

  Graph  11, 13 
  Date and Time 

  Alarm reminder (2 alarms/day)  18 
  Settings 

  Screen font size adjustment  11 
Case 
  Ports 

  USB port, cable and PC software  16, 18 

Web link  (HEM‐6000‐E) 
http://www.omron‐healthcare.com/sitepreview.php?SiteID=234 

(HEM‐637‐E2) 
http://www.omron‐healthcare.com/sitepreview.php?SiteID=235 
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Comments  The Omron R6 (HEM‐6000‐E) was approved for equivalence to the Omron R7 on 17/12/2008. The Omron R6 (HEM‐6000‐E7) is identical to the 
HEM‐600‐ E device except that the current pressure sensor (CPS), an electrostatic capacitive semiconductor type, is changed to a new pressure 
sensor (NPS), a piezoelectric semiconductor type. Omron supplied dabl®Educational with full details of tests carried out (in confidence), and a 
summary  of  these  tests  for  circulation  to  the  advisory  board.  Further  clarification  on  a  number  of  queries was  requested  and  provided. 
Following  a  review  of  these  documents,  it  was  concluded  that  the  change  in  sensor  would  not  affect  the  accuracy  of  the  device  and 
equivalence was recommended and was approved by the board. 
 
Original Comments 
 
The R6 and R7 appear to differ only in the extra features provided. 
 
The forward and back control buttons in the R7 are mainly there to move between individual measurements in the graph though they are used 
when setting the date and time. As the R6 does not have a graph, these buttons are not needed;  in the R6 and the Memory (Mem) and Set 
buttons have arrows beside them and they are used as “forward” and “back” buttons as necessary. 
 
The arm positioning and blood pressure measurement instructions are almost identical for both devices. They just differ in the display details. 
The segment display in the R6 also allows icons to be displayed more readily. The cuffs are the same. 

Recommendation  Equivalence is approved. 

Date  09/04/2010 

 


